1-  The following items are established Rhode Island Air National Guard (RIANG) Base standards and shall be used where applicable on the plans and specifications with “NO  SUBSTITUTION  ALLOWED” regardless of alternate choices which may be shown in some areas:

a- Electrical panels, breakers, throw-switches, etc.  --  Square D

b- Fire alarm radio transmitter and panel  --  Signal Communications, A-16 Series (coordinate with RIANG Fire Chief).

c- Locksets  --  Sargent 7-Line Series

d- Plumbing flush valves  --  Sloan Optima Plus, Royal Model 8111-LH-MC, automatic flush valves with manual override

e- Toilet paper dispenser  --  Vista Rollsavr, #58150 (9” jumbo bath tissue dispenser), Color:  See-through gray.

f- Paper towel dispenser  --  San Jamar  PT #T1000TBK

g- Irrigation system  -- Rain Bird

h- Rest room trash receptacles  --  Stainless steel recessed type

i- Emergency exit fixture  --  Hubbell LED, Single Face – Universal # LED-1-EM-GWW
                                                           
Double Face – Universal # LED-2-EM-GWW

j- Fluorescent lamps  --  4 foot, F032/741 Slim Line

 --  6 inch ubent, FBO 32/ t41/6 Slim Line

k- Acoustical Ceiling Tile  --  2 foot x 2 foot Armstrong, #896, Fissured Fire Guard

                     --  2 foot x 4 foot Armstrong, #895, Fissured Fire Guard

l- Direct Digital Control System – Andover Controls (Windows NT version)

m- Emergency Battery Backup Fluorescent light ballast – 20 to 30 minute duration to be compatible with lighting fixtures.

n- Air conditioning system – Trane

o- Color selections – specify “custom” color choices for Government selection.

p- Light fixtures – must have energy efficient electronic ballasts.  Include some with emergency power source to stay on automatically for a period during power outages.

q- Faucets – Delta

r- Water Filter System – The Filtrine Manufacturing Co.

2-  Concrete encase all new underground electrical and communications conduits. Provide a minimum of 3” cover on all sides.

